
CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

(Series Image-Reference Only)

. Insulator: Thermoplastic(UL94 V-0)

1. Material

NOTES:

. Contact: Copper Alloy

. Storage Temperature: -20~+80°C

3. Product number code:

. Insulation Resistance: 1,000MΩ min

2. Specifications

. Dielectric Withstanding Voltage: AC500V Per Minute

. Sheel: Steel 

Connector positions

Housing color
B:Black
L:Blue

Shell plating
N:Nickel

Contact plating
0: Nickel + Gold flash

09: 9Pin  15: 15pin

 Cable Style
  1: Type 1

Length Dim L

0150: 150mm

0500: 500mm

0100: 100mm

0400: 400mm

1500: 1500mm

Wire Diameter
1:Ø0.100 Folwer mark
2:Ø0.127 Red mark
3:Ø0.100 Red mark
4:Ø0.127 Folwer mark
Flat Cable Color
A:Gray

25: 25pin  37: 37pin

Rivet type
P:W/ Thread(UNC #4-40)
N:W/O Thread

Male
Female
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Dimension

Position A

17.90

B

24.99

C

30.80

D

16.3309

26.50 33.32 39.14 24.6615

40.00 47.04 53.04 38.3825

56.50 63.50 69.32 54.8437
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CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

(Series Image-Reference Only)

. Insulator: Thermoplastic(UL94 V-0)

1. Material

NOTES:

. Contact: Copper Alloy

. Storage Temperature: -20~+80°C

3. Product number code:

. Insulation Resistance: 1,000MΩ min

2. Specifications

. Dielectric Withstanding Voltage: AC500V Per Minute

. Sheel: Steel 

Connector positions

Housing color
B:Black
L:Blue

Shell plating
N:Nickel

Contact plating
0: Nickel + Gold flash

09: 9Pin  15: 15pin

 Cable Style
  2: Type 2

Length Dim L

0150: 150mm

0500: 500mm

0100: 100mm

0400: 400mm

1500: 1500mm

Wire Diameter
1:Ø0.100 Folwer mark
2:Ø0.127 Red mark
3:Ø0.100 Red mark
4:Ø0.127 Folwer mark
Flat Cable Color
A:Gray

25: 25pin  37: 37pin

Rivet type
P:W/ Thread(UNC #4-40)
N:W/O Thread

Dimension

Position A

17.90

B

24.99

C

30.80

D

16.3309

26.50 33.32 39.14 24.6615

40.00 47.04 53.04 38.3825

56.50 63.50 69.32 54.8437
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CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

(Series Image-Reference Only)

. Insulator: Thermoplastic(UL94 V-0)

1. Material

NOTES:

. Contact: Copper Alloy

. Storage Temperature: -20~+80°C

3. Product number code:

. Insulation Resistance: 1,000MΩ min

2. Specifications

. Dielectric Withstanding Voltage: AC500V Per Minute

. Sheel: Steel 

Connector positions

Housing color
B:Black
L:Blue

Shell plating
N:Nickel

Contact plating
0: Nickel + Gold flash

09: 9Pin  15: 15pin

 Cable Style
  3: Type 3

Length Dim L

0150: 150mm

0500: 500mm

0100: 100mm

0400: 400mm

1500: 1500mm

Wire Diameter
1:Ø0.100 Folwer mark
2:Ø0.127 Red mark
3:Ø0.100 Red mark
4:Ø0.127 Folwer mark
Flat Cable Color
A:Gray

25: 25pin  37: 37pin

Rivet type
P:W/ Thread(UNC #4-40)
N:W/O Thread

Dimension

Position A

17.90

B

24.99

C

30.80

D

16.3309

26.50 33.32 39.14 24.6615

40.00 47.04 53.04 38.3825

56.50 63.50 69.32 54.8437
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