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Board Lock #4-40 UNC screw

BB Type BS Type

#4-40 UNC screw
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Down connector type
9M: D-SUB Standard 9pin Male
9F: D-SUB Standard 9pin Female
15M: D-SUB Standard 15pin Male
15F: D-SUB Standard 15pin Female
25M: D-SUB Standard 25pin Male
25F: D-SUB Standard 25pin Female

(Series Image-Reference Only)

Notes:
 Specifications:
   1. Contact Resistance: 100mΩ Max.
   2. Insulation Resistance: 1000MΩ Min.
   3. Dielectric Withstanding Voltage: 500V AC(rms)
       For 1 Minute.
   4. Current Rating:3A.
   5. Temperature: -40°C~+105°C.
 Materials:
   1. Contact Material: Copper Alloy.
   2. Shell  Material: Steel.
   3. Insulator Material: PBT,Black,UL94-V0.
   4. Board Lock: Copper alloy.
 Product Number Code:

Up connector type
9M: D-SUB Standard 9pin Male
9F: D-SUB Standard 9pin Female
15M: D-SUB Standard 15pin Male
15F: D-SUB Standard 15pin Female
25M: D-SUB Standard 25pin Male
25F: D-SUB Standard 25pin Female

Contact plating
0: Selective gold flash
8: Full gold flash

Housing color
B: Black

Central distance(DIM. H)
1: 19.05mm  2: 15.88mm

Screw type
1: CC type  2: CS type
3: BB type  4: BS type
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