
CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

Notes:
 1. Characteristics:
   1.1 Contact Resistance: 30mΩ Max.
   1.2 Dielectric Withstanding Voltage: 500V AC(rms)
      For 1 Minute.
   1.3 Insulation Resistance: 500MΩ Min.
 2. Environment Characteristics:
   2.1 Temperature: -40°C~+85°C.
 3. Materials:
   3.1 Contact Material: Copper Alloy.
   3.2 Contact Plating: Gold&Tin Plating Over Nickel.
   3.3 Insulator Materials:Nylon,Black,UL94-V0.
 4. Product Number Code:
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CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

Notes:
 1. Electrical Specification @25°C:
   1.1 Inductance:350uH Min with 8mA DC bias.
   1.2 Insertion loss:
         1-100MHZ  -1dB max.
   1.3 Return loss:
         1-30MHZ    -18dB min.
         30-60MHZ    -16dB min.
         60-80MHZ    -12dB min.
   1.4 Common Mode Rejection:1-100MHZ  -30dB min.
   1.5 Cross Talk:1-100MHZ  -30dB min.
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