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Notes:
 Product Description:
   Conductor: Tinned copper, according to VDE0295/IEC60228, class 5.
   Insulation: Polyolefin copolymer electron-beam cross-linked.
   Jacket: Polyolefin copolymer electron-beam cross-linked.
   Rated voltage: AC Uo/U=1000/1000VAC, 1500VDC.
   Voltage test on finished cable: 6.5kV AC, 15kV DC, 5min
   Ambiet temperature: (-40°C up to +90°C).
   Max.Temperature at conductor: +120°C.
   Service life>25years:（-40°C up to +90°C）.
   The permitted short-circuit-temperature: 200°C, 5 seconds.
   Bending radius: ≥4xϕ  (D＜8mm) ;≥6xϕ  (D≥8mm).
   Acid and alkali resistance test: EN60811-2-1.
   Cold bending test: EN60811-1-4.
   Damp heat test: EN60068-2-78.
   Sunlight resistance: EN60811-501, EN50289-4-17.
   O-zone resistance test of finished cable: EN50396.
   Fire test: EN60332-1-2.
   Smoke density: IEC61034, EN50268-2.
   Assessment of halogens for all non-metallic material: IEC670754-1  EN50267-2-1.
 Product Number Code:
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Insulation
Thickness
Dim B(mm)

Max Cond
Resistance
(Ω/km,20°C)

Current carring
Capacity
AT 60°C(A)

30

41

55

70

98

132

Cable size
2x1.5  2x2.5  2x4.0 2x6.0
2x10  2x16

Packing type
R:Reel

Copper plating
6:Tin

Jacket Colour
B:Black  R:Red

Temperature at conductor
120:120℃(Series Image-Reference Only)
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Core*Cross
section(mm눩

2x2.5

2x4.0

2x6.0

2x10

2x16

Conductor
construction
Dim A(No./mm)

Jacket
Thickness
Dim C(mm)

0.70

0.70

0.70

0.70

0.70

0.80

0.80

0.80

0.80

0.80

0.80

Cable OD
Dim
D*E(mm)

5.0*10.3

5.2*10.8

5.5*11.2

6.2*12.5

7.5*15.2

9.6*19.7
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