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suggested hole
size see detail A

Copper thickness
minimum um

table

A:

NOTES:

1.

Material:
Insulator: PBT With glass fiber. UL94 V-0.
Contact: Copper alloy.

. Electrical performance

Current rating: 1.9A.

Contact resistance: 20mQ maximum.

Insulation resistance: 1000MQ minimum.

Dielectric withstanding voltage: 500V AC(r.m.s) per 60s.

. Environment performance:

Temperature range: —55°C~+125C.

. Mechanical performance:

Mating force: 150g per pin maximum.
Withdrawal force: 30g per pin minimum.
Press—In force: 8Kgf per maximum.

. Recommend PCB thickness: 1.6mm
. Product number code:

PC104-010 — XX X X X

DIM type(see table A):
1: Type 1

2: Type 2

3: Type 3

4: Type 4 ......

Contact plating:

: Selective 10u”gold(contact area)
Selective 20u”gold(contact area)
Selective 30u”gold(contact area)
: Full Matt Tin(General Mode)

Type A

Spacer Q'ty : Full Gold Flash(General Mode)

1

7.11

16.13

2 Color:

9.65

13.59

B: Black

12.19

11.05

4.70

18.55

1
0 A: Gray
3

No. of positions:
1x2 — 1x40
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