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Part
number

Outside
diameter

Overall
length

Operating
range

pin dia.

Test
pin

diameter

Maximum
insertion

force

Minimum
withdrawal

force

0.711 1.524

1.524

1.575

2.108

1.575

0.305-0.432

0.381-0.660

0.381 250 GM

60 GM

150 GM

90 GM

42 GM

120 GM

42 GM

15 GM

40 GM

25 GM

15 GM

20 GM

TabeL A:

0.787

1.118

1.118

1.118

1.118

1.270

1.321

1.397

1.727

3.137

1.321

0.305-0.483

0.381-0.584

0.635-0.889

0.762-0.940

0.635-0.940

0.940-1.092

1.016-1.270

2.134-2.591

0.381

0.432

0.432

CFPA-3

CFPA-1AS

CFPA-1ASM

CFPA-1A

CFPA-1AL

CFPA-1ALX

CFPA-051

CFPA-052

CFPA-052L

CFPA-4

CFPA-5

CFPA-8

1.118

2.108

2.108

2.108

2.108

2.108

1.651

2.159

3.048

0.381-0.584

0.381-0.660

0.381-0.660

0.432

0.457

0.457

0.660

0.660

0.660

1.016

1.016

2.362

20 GM 10 GM

140 GM 25 GM

375 GM 100 GM

125 GM 40 GM

160 GM 50 GM

300 GM 75 GM

600 GM 150 GM

Technical specifications:

1.Material: Beryllium copper

2.Ratde current: 1A

4.Product number code:

Part number code

PA-2

3.Contact resistance: 10mΩ Max.

See tabel A:

PA-3
PA-1AS
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